
Meteor 3000

The METEOR 3000 is a flexible 4- or 5-axis horizontal machining 
center designed to meet the highest demands in high-performance 
production lines, particularly for structural and e-mobility 
components. Thanks to the integrated w-axis, these machines are 
ideal for large-scale workpieces and deep-hole drilling, offering 
an energy-efficient solution for machining aluminum and cast 
materials.

TYPICAL  
COMPONENTS
Large-scale aluminum or cast 
components, such as structural 
parts and electric vehicle 
components

HORIZONTAL MACHINING CENTER FOR LARGE 
ALUMINUM AND CAST COMPONENTS

KEY ADVANTAGES
	. Independent twin 

spindles for simultaneous 
machining of one large 
or two symmetrical parts 
(TS3000V-W) 

	. W-axis for deep drilling and 
large workpiece machining 

	. Energy-efficient design to 
reduce operating costs 

	. High flexibility with spindle 
options such as HSK100-A 
or HSK80-A



Spindle System

The METEOR 3000 features a powerful 
HSK63-A spindle, ensuring top 
precision for demanding applications. 
The TS3000V-W model offers two 
independently driven spindles that 
can simultaneously machine either a 
single large part or two symmetrical 
components, maximizing productivity.

Tool Handling

The automatic disc-type tool changer 
delivers chip-to-chip times as low as 
5 seconds, ensuring fast and reliable 
tool changes. Tool holders support 
diameters up to 320 mm and lengths up 
to 600 mm, making the machine ready 
for any machining challenge.

Automation & Pallet Handling

Optimized for highly automated 
production lines, with options for 
minimum quantity lubrication (MQL) 
and energy-efficient cooling systems.
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3000-W TS3000V-W
AXES Number 4 (5, 6)

WORKING RANGE X-Axis 3,000 mm

 Y-Axis 1,600 mm

Z-Axis 630 mm

 W-Axis 630 mm

MAX. PART SIZE X/Y/Z 3,200/Ø 1,800 mm

FEED RATE Acceleration (X/Y/Z) 5/8/15/5 m/s²

 Max. Speed (X/Y/Z) 70/60/80/80 m/min

 Rotation of A-Axis: 180° 1.4 s

REPEATABILITY as per VDI 3441 / VDI 2617 0.002 mm

SPINDLES Number 1 2  

Spindle distance X-Axis 620-2,400 mm

 Rotational speed 0-18,000 rpm

Power (S1/S6-30%) 30/50 kW

Torque (S1/S6-30%) 50/80 Nm

TOOL MAGAZINE Tool Holder HSK63  

 Tool Capacity 29 2x29 pcs.

Max. Tool Diameter 200 mm

Tool Length 600 mm

 Tool Weight 8 kg

 Chip-to-Chip Time at 1,800 rpm 5

 A-AXIS Max. load on A-Axis 3,500 (including bridge) kg

DIMENSION Weight 29,000 30,500 kg

 Dimensions (L/W/H) 9,000/6,200/4,000 mm

CONNECTED POWER Operating voltage 3x400 V

 Total connected power 110 kVA

NC CONTROL  Fanuc

LUBRICATION  MQL

METEOR 3000-W
METEOR TS3000V-W
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