
SH5000-P 
4-AXIS HORIZONTAL MACHINING CENTER

The 4-axis horizontal machining center is specifically 
designed for flexible processes and maximum cost 
efficiency. Its innovative frame structure combines 
low weight with high rigidity, delivering optimal 
performance. For short cycle times and efficient 
loading/unloading, the machine is equipped with an 
automatic pallet changer.

KEY ADVANTAGES
	. Precise and efficient 

machining of structural 
components 

	. Automatic pallet  
changer 
 

	. Compact footprint 

	. Energy-efficient drives

SH5000-P

Year of manufacture  
(used machine):

2017/08 
 

Operating hours: 

approx. 4,000 h

119,000 € 
Used Machine

TYPICAL  
WORKPIECES



SH5000-P

SH5000-P
AXES Number 4

WORKING RANGE X-Axis 730 mm

Y-Axis 730 mm

Z-Axis 830 mm

MAX. PART SIZE X/Y/Z Ø550/1,000 mm

FEED RATE Acceleration (X/Y/Z) 9.8/9.8/9.8 m/s²

Max. Speed (X/Y/Z) 60/60/60 m/min

SPINDLES Rotational speed 18,000 rpm

Power (S1/S6 30%) 30/50 kW

Torque (S1/S6 30%) 50/80 Nm

TOOL MAGAZINE Tool Holder HSK63-A

Tool Capacity 40 pcs.

Max. Tool Diameter 170 mm

Tool Length 550 mm

Tool Weight 5 kg

Chip-to-Chip Time at 1,800 rpm 3.6 s

WORKPIECE AND 
 CLAMPING DIMENSIONS

Pallet dimensions 500x500 mm

Rotation diameter 500 mm

Height 1,000 mm

Max. Table Load at B 500 kg

Automatic pallet changer – Changeover time 7 s

DIMENSION Weight 12,400 kg

Dimensions (L/W/H) 5,840/2,290/2,892 mm

CONNECTED POWER Operating voltage 3x400 V

Total connected power 55 kVA

NC CONTROL Siemens Sinumerik 840 D
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